SYSTEMS

Auto-Level Panel and Sensor Replacement

Please complete the following information and return to the EQ Systems Service Department at
meichhorn@eqsystems.us

If you have any questions, please call Mark at 800-846-9659 ext 317 or email meichhorn@eqsystems.us
All information is required for replacement.

Customer Name:
Dealership Name:
Contact Name:
Telephone Number:
Email address:

Customer Complaint:

Coach Information:
Manufacturer:
Model:

Year:

Panel Number (located on back of panel)
[J1612 []1702 []1703/1703MS [ ]1934 []2057 []2058/2058-03

[]2086 [ ]2795 [ ]2318 []3012 []3103 [ ]3104

Do your jacks have a plunger style leg switch on the bottom of the cylinder? [ ] Yes [ ] No
If no, please indicate the style of pressure switch you have (on pump manifold)

Hose size ID: []1/8” [ ]1/4” (will be stamped on hose)
Round Jack body size: (Measure cylinder body w/out foot) [116.57[ 119 %-19%” []20 %[ ]22”
Square jack: [ INo [] Yes, outer tube length

Pump Model: DG (SPX pump) S103T* (MTE pump) (other)

If Unit is Gulfstream Conquest/Super C
Does it have hydraulic Slides that run on the same pump? [_] yes [_] no
If yes, [_] 1 hydraulic slide or [_] 2 hydraulic slides

If you are not able to identify all information above, please take pictures of the unknown components and
email with this form.



